


Mini Jiffy Junction Box (MJJ) 
 Low Profile Controls

MJJB – MJJ w/ Event Counter
An electromechanical Event Counter on the pump 
control terminal board keeps track of the cumulative 
number of pump cycles. Interior Alarm (TM1) and 
Pump Alarm Switch accompany each unit.
MJJ1B – 120V MJJ w/ Event Counter (Order #2205)
MJJ2B – 240V MJJ w/ Event Counter (Order #2206)
MJJD – MJJ w/ Dual Interior Alarm
Low profile alarm/pump control junction box with a 
molded pipe nipple. A Dual Interior  Alarm (TM2) and 
Pump Control Switch accompany each unit. 
MJJ1D – 120V MJJ w/ Dual Interior Alarm (Order #2203)
MJJ2D – 240V MJJ w/ Dual Interior Alarm (Order #2204)
MJJDB – MJJ w/ Dual Interior Alarm & 

Event Counter
Low Profile exterior alarm/pump control junction box. 
An electromechanical Event Counter on the pump 
control terminal board keeps track of the cumulative 
number of pump cycles. A Dual Interior Liquid Level 
Alarm (TM2) and Pump Control Switch accompany 
each unit.
MJJ1DB – 120V MJJ w/ Dual Interior Alarm & 

Event Counter (Order #2208)
MJJ2DB – 240V MJJ w/ Dual Interior Alarm & 

Event Counter (Order #2209)

Pedestal Mini Jiffy (PMJ) 
 Pedestal Mounted Controls

PMJB – PMJ w/ Event Counter
A Pedestal is attached to this exterior alarm/pump 
control junction box. An electromechanical Event 
Counter on the pump control terminal board keeps 
track of the cumulative number of pump cycles.  
Interior Alarm (TM1) and Pump Alarm Switch 
accompany each unit.
PMJ1B – 120V PMJ w/ Event Counter (Order #2105)
PMJ2B – 240V PMJ w/ Event Counter  (Order #2106)
PMJDB – PMJ w/ Event Counter & Dual Alarm
A Pedestal is attached to this exterior alarm/pump 
control junction box. An electromechanical Event 
Counter on the pump control terminal board keeps 
track of the cumulative number of pump cycles. A 
Dual Interior Alarm (TM2) and Pump Alarm Switch 
accompany each unit. 
PMJ1DB – 120V PMJ w/ Event Counter & 

Dual Alarm (Order #2108)
PMJ2DB – 240V PMJ w/ Event Counter & 

Dual Alarm (Order #2107)
PMJD – PMJ w/ Dual Alarm
A Pedestal is attached to this exterior alarm/pump 
control junction box. A Dual Interior Alarm (TM2) and 
Pump Alarm Switch accompany each unit.
PMJ1D – 120V PMJ w/ Dual Alarm  (Order #2109)
PMJ2D – 240V PMJ w/ Dual Alarm  (Order #2110)
PMJDBX – PMJ w/ Event Counter & 

6-Pole  Terminal Board
A 29” tall Pedestal is attached  to this exterior alarm/
pump control junction box. An electromechanical 
Event Counter on the dual alarm ready pump control 
terminal board keeps track of the cumulative number 
of pump cycles.  No Alarm or switch are included.
PMJ1DBX – 120V PMJ w/ Event Counter & 6 Pole  

Terminal Board (Order #2189)
PMJ2DBX – 240V PMJ w/ Event Counter & 6 Pole  

Terminal Board (Order #2190)

FEATURES/SPECIFICATIONS
ALARM SECTION
• Primary Alarm Voltage: 120V AC, 60 Hz 
• Secondary Battery Backup: 9V - 15V
• Alarm Horn: 83-85 db Pulse • Horn Silence
• Red Alarm  LED • Green Power-On LED
• Yellow Filter Alarm  LED
• Alarm Condition: 1.1 Watts
• Switch Connection: .004 Amp @ 15V DC
• Touch Pad Operation • Automatic Alarm Reset

PUMP SECTION
Pump Voltage:
 120V AC, 60 HZ, Single Phase, 1 HP
 240V AC, 60 HZ, Single Phase, 2 HP
• Nema 4X Watertight Junction Box for Wire Splices
• Gas Tight Cord Seals for Corrosion Protection
• Removable Terminal Board for Easy Hook-up
• Corded Pump Receptacle • Stainless Hardware
• High Impact Poly Pedestal (PMJ)
• Pipe Nipple w/ 3 Locknuts (PMJ)
• Three Year Limited Warranty
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Septronics  ® Event Counter & Dual Alarm Systems
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PMJ  
Poly Pedestal w/ Access Door
High Impact, UV Protected
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Nema 4X PVC
Molded Pipe Nipple

PMJDB Interior View 

PMJB Interior View 

Control a pump and monitor the liquid level 
of the tank with these pump control/alarm 
units.   Plug a pump into the corded recepta-
cle. Hardwire the  alarm and pump switches 
into the clearly marked terminal board. Event 
Counter units keep a cumulative count  of 
pump cycles everytime the pump starts up. 
Interior Dual Alarms with auto reset monitor 
both the filter and the pump liquid levels.
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